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Safety Instruction1

The transmitter adopts low-power transmission technology, which has a long 
transmission distance, saves power and saves battery life.

The receiver adopts self-learning code matching, which is convenient for 
customers to add induction switches at any time.

Using 2.46 wireless communication technology, the frequency consistency is 
good, and the stability of wireless transceiver is high.

The receiver's wide voltage input design, 12 30V DC power input is effective.

Overall characteristics3

Parameters8

Thanks for your purchasing, please refer to the following
 before using

When the remote control is valid, the blue light is on, you can confirm whether 
the switch is valid.

Power supply (transmitter):            3V (2 pcs 3V dry batteries, powered in parallel)  

Transmitting current (transmitter)：    12.55mA

Receiver sensitivity：    -95dbm

Appearance size (transmitter)：    86mm×86mm

Main contact capacity (wireless receiver)：                                     1A    24VDC 

Power supply (wireless receiver)：

Action current:74mA(DC12V power supply)：                             74mA（ ）DC12V power supply

Contact holding time (wireless receiver):        1.5S：          

Battery life (transmitter):                                    200 times/day, can use 220 days    

                   110mm（L）×30mm（W）×15mm（H）Appearance size (receiver)：    

Overview2

Input and output wire definition4

Receiver wiring instructions5

 Matching method6

This product is a self-learning code type, the transmitter code must be
 learned from this controller before use,Can learn up to 20 transmitters.

Learning method:  Press the receiver's learning button and then release, 
the blue indicator light, enter the learning state,At this time, and then sense
 or touch the transmitter, and the blue light of the receiver will flash twice,
 then you can learn successfully.After 5 seconds, it will automatically exit 
and return to the standby state.

Deletion method: Press and hold the learning button for 5 seconds, the blue
 light flashes quickly, you can delete all the codes.(This product does not
 have a single deletion)

DC12～30V

Launch distance:                                            no barrier distance 30M

Standby current (transmitter)：           ≤10.3μA
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first step: 

Press the learn button

The second step:
sense or touch transmitter's
 induction area

Standard 86-type switch panel, wireless design, installation without wiring,
 installation is more flexible.

The panel adopts laser engraving technology, with backlight display, fashionable
 and fashionable, the door can be opened by induction or light touch
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Automatic door operator 
controller power supply 
(door opening contact)
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 Output status selection7

① M
L

If the state selection switch is pulled to the M position, it is a jog output. 
Each time the transmitter senses, it will output a door opening signal of
 about 1.5S. Most receivers used with hand press switches are choose 
this mode

② M
L

If the status selection switch is pulled to the L position, it is a hold type 
output, and the output signal is kept. Each time the transmitter senses 
or touches, the output state will change once.

TerminalsLearn buttonSet screw

MODEL:M-602F

POWER:DC 12~30V

DISTANCE:10M(34FT)
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Mode switch

Power red light
Action blue light

MODEL:M-602F

M
O

D
E

L
:M

-6
0

2
F

induction area

Induction lighting

W
ire

le
s

s
 re

c
e

iv
e

r 
c

o
n

tro
l te

rm
in

a
l

R
e

c
e

iv
e

r w
irin

g
 in

s
tru

c
tio

n
s

 

Wiring diagram between the receiver and the automatic door controller

Induction distance： 2cm

Max sensing distance:                      20mm  

Static current:                              13μA（DC12V）    


	1: 中文加博标

