A

With LED and Signal Output
(NO/NC/COM)

180KG Single door
EM lock with 5wires

Specifications

Lock Size

Armature plate
Holding Force
Voltage

Current Draw

Signal Output
Suitable for

Surface Temp
Operating Temp
Suitable Humidity
Finishes for Shell
Finishes for Magnetic
Finishes for Armature
Weight

Standard Packing

EL-350LS

200Lx41.7Wx21.7H(mm)
130Lx33Wx10.5H(mm)

180KG(350Lbs)

DC12V or DC24V (24V need to customize)
12V/7280mA 24V/150mA

Pls see EL-350TS

Wooden door, Glass door, Metal door, Fireproof door
<20°C

-10°C ~ 55°C (14°F~131°F)
0~90%(non-condensing)

Anodized aluminum surface texture processing
Zinc

Zinc

1.2kg

20pcs



Dimensions
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Wiring diagram
Electric door bell Access Control Power supply
L DD DD DD DD|DD|D 9% %l%)%)%)
= _ HN.CL N.O N.O + - [ NNCCOMN.O psun| ¥ GND| N.C COMN.O
N o o TAMPER | EG GND |DOORBELL| 12VDC OUTPUT 12V OUTPUT 1
NO. | | I |
Connect to door bell
Alarm System
@ High potential
@N'C' Low potential
24 Hour N.C
Protection zone
Release Button 1o} o i
(Inside the house) 19 N.O.
Electromagnetic lock
More release buttons & N N.C
can be connected 1? 0. _'|Z!*
in paraller
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